
 



2 

  Welcome to GlobeSurfer III+ 

 

Within minutes, you can connect to your mobile network and use a wireless connection to the Internet 

through the mobile network. 

GlobeSurfer III+ is compatible with GSM and 3G mobile networks and supports GPRS, EDGE, UMTS, 

HSDPA and HSUPA technologies (WWAN).  ²ƛǘƘ ΨwŜŎŜƛǾŜ 5ƛǾŜǊǎƛǘȅΩ ƻƴ ŀƭƭ ǘƘŜ ƘƛƎƘ ŀǎ ǿŜƭƭ ŀǎ ƭƻǿ ōŀƴŘǎΣ 

the signal strength and overall WWAN reception is unparalleled. 

Tip: To achieve the best possible reception, check the signal strength using the web interface. You may 

find that placing the unit near a window provides the best reception. 

Simple set-up 

GlobeSurfer III+ provides you with a quick installation and set-up that gets you easily and quickly 

connected to the Internet. You can use any internet browser (e.g. Internet Explorer 7.0 or Firefox 2.5) 

and most operating systems ƛƴŎƭǳŘƛƴƎ ²ƛƴŘƻǿǎΣ aŀŎƛƴǘƻǎƘ ŀƴŘ [ƛƴǳȄΦ ¢ƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩ 

introduces you to the basic settings that need to be configured for use with the mobile network. Once 

you have configured, you can review and enable customized wireless security settings. 

Instant protection 

Your GlobeSurfer III+ supports Network Address Translation (NAT). This network service hides the 

computers in your network so they cannot be found or directly accessed from outside your network. A 

firewall is also included which, by default, blocks incoming traffic and allows outgoing traffic. 

Additional security 

GlobeSurfer III+ supports both Wired Equivalent Privacy (WEP) and Wi-Fi Protected Access (WPA and 

WPA2) to protect your network data. Security logs keep you aware of potential security risks and 

intrusion attempts. You can view logs online or via email. 

Stay in touch 

You can use GlobeSurfer III+ to send and receive SMS text messages. The telephone LED on the front 

panel lets you know when a new SMS arrives.  LŦ ȅƻǳ ƘŀǾŜ ƛƴǎǘŀƭƭŜŘ ǘƘŜ άbƻǘƛŦƛŜǊέ ǎƻŦǘǿŀǊŜ ŀǇǇƭƛŎŀǘƛƻƴΣ 

ǘƘŜƴ ȅƻǳ ǿƛƭƭ ŀƭǎƻ ǊŜŎŜƛǾŜ ŀ ŘŜǎƪǘƻǇ ŀƭŜǊǘ ƛƴŘƛŎŀǘƛƴƎ ǘƘŜ ǊŜŎŜƛǇǘ ƻŦ ǘŜȄǘ ƳŜǎǎŀƎŜǎΦ  ¢ƘŜ άbƻǘƛŦƛŜǊέ 

software will also allow you to connect directly to the browser page that handles SMS text messages. 

You can use GlobeSurfer III+ to make mobile phone calls. Should you miss a call an LED indicates this.  If 

ȅƻǳ ƘŀǾŜ ƛƴǎǘŀƭƭŜŘ ǘƘŜ άbƻǘƛŦƛŜǊέ ǎƻŦǘǿŀǊŜ ŀǇǇƭƛŎŀǘƛƻƴΣ ǘƘŜƴ ȅƻǳ ǿƛƭƭ ŀƭǎƻ ǊŜŎŜƛǾŜ a desktop alert 

ƛƴŘƛŎŀǘƛƴƎ ǘƘŜ ǊŜŎŜƛǇǘ ƻŦ ǘŜƭŜǇƘƻƴŜ ŎŀƭƭǎΣ ŀǎ ǿŜƭƭ ŀǎ ƳƛǎǎŜŘ ŎŀƭƭǎΦ  ¢ƘŜ άbƻǘƛŦƛŜǊέ ǎƻŦǘǿŀǊŜ ǿƛƭƭ ŀƭǎƻ ŀƭƭƻǿ 

you to connect directly to the browser page that handles telephone calls. 

Important note 

To protect your network from unauthorized access, and to make it more difficult for hackers to analyze 

your data, please configure the WLAN security settings and enable WEP, WPA or WPA2 encryption on 

your GlobeSurfer III+.  
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Copyright © 2010, Option  

Information about Option GlobeSurfer III+ may change without prior notice. Information published in 

this user guide is accurate at the time of publication. Although all reasonable care is taken during the 

creation of this user guide Option is not liable toward persons or organizations for losses or damages 

caused either directly or indirectly due to instructions contained in this user guide. 

All brands and registered brands are property of their respective owners. Services may be changed, 

added or deleted. For the newest firmware version for your GlobeSurfer III+ visit 

http://www.option.com 

 

 

WARNING 

 The GlobeSurfer III+ is intended for use only when powered by the external power supply 

shipped with it or via a replacement power supply available from Option. The use of any other 

power supply may invalidate regulatory approval of this equipment. Refer to the table below 

for applicable power supplies. The exception to this rule is vehicle installation. 

 The GlobeSurfer III+ can be used in vehicle installations and is compliant with the Automotive 

EMC Directive 2004/104/EC when used with a compliant DC to DC converter. Lǘ ƛǎ ǘƘŜ ƻǿƴŜǊΩǎ 

responsibility to ensure the DC to DC converter is compatible with GlobeSurfer III+ and that it is 

compliant with the Automotive EMC Directive 2004/104/EC. 

 GlobeSurfer III+ is intended for indoor use only and its interconnection points shall not be 

connected outside of any premises (i.e. the outside of any building or vehicle). Refer to the 

table below for each interconnection point found in this user instruction. 

 GlobeSurfer III+ is regarded a class III equipment where protection against electric shock is 

provided by means of power supplied from SELV circuit i.e. external power supply and does not 

generate hazardous voltages within itself. 

 The GlobeSurfer III+ is intended to be used with a POTS (telephone) and LAN cable with 

maximum length of 3 m. If a longer LAN cable is used it must be shielded in order not to 

invalidate regulatory approval. 

Applicable power supplies 

Power supply Manufacturer Model 

GS3 AC/DC adapter PHIHONG  

 

Equipment interconnection points 

Interconnection Category Type 

DC input connector SELV 5.5/1.2mm DC jack 

http://www.option.com/
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SIM card connector SELV SIM type (ISO7816) 

External antenna connector SELV MC-CARD type 

LAN connector SELV RJ45 

Telephone connector TNV2 RJ11 

 

Rated Input Voltage 

Maximum Input Voltage 5 VDC 

 

 

SELV interconnections must only be connected to other equipment that complies with requirements of 

SELV-circuits as defined in EN60950 directive. 

 

TNV2 interconnections must only be connected to other equipment that complies with requirements of 

TNV2-circuits as defined in EN60950 directive. 
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Your GlobeSurfer III+ 

Buttons and connections 

 

 

 

 

 

 

1. Power Switch. Press to switch the device on and off. 

2. Mobile Internet. Manual connect/disconnect to the Internet 

3. SIM Card slot and Restore button 
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a. SIM card slot. Insert the SIM card carefully until it clicks in to place. To release press the 

SIM carefully again. 

b. Restore defaults. This button is next to the SIM slot. Press it with a pointed object, like 

a paper clip, to restore the unit to its factory default settings. This may be required 

when you want to build a new network configuration, or when the administrator 

password has been lost. 

i. Note: All web-based management settings and parameters, including those in 

ǘƘŜ ά!dvancedέ section, are restored to their default values. The administrator 

password is no longer valid. All other user names are deleted. All personal 

configuration settings are deleted, including all SMS messages in the 

GlobeSurfer III+ memory. Messages on the SIM card remain unchanged. 

4. External Antenna connector.  Enables the connection of an MC-Card style external Antenna. 

5. Local Area Network and Wide Area Network (LAN/WAN) Ethernet port (10/100 Mbit/s). When 

configured for WAN support this is also the ADSL failover support interface. 

6. Local Area Network (LAN). Port for LAN Ethernet cables to be connected directly into the unit.  

The LAN connection handles 10/100 Mbit/s. This provides an Ethernet LAN from the GlobeSurfer 

III+ to your local computers. 

7. USB Port.  Connecting an external hard disk drive (File Server) or USB printer (Printer Server) to 

this port extends the functionality of the GlobeSurfer. 

a. Please note: This port is only configured for File Server and Print Server functionality ς 

any other USB device connected to the GlobeSurfer may not work, and is not 

supported.  Please also note, any external hard disk drive must be formatted in FAT32 

or FAT16 file format ς NTFS is supported in read-only mode 

8. Telephone. Plug your home telephone into the unit. Base-station telephones with wireless 

handsets are supported. This port supports a load of 1 standard telephone. When connecting 

more than one telephone unit ensure that the load on this port does not exceed 1 standard 

telephone otherwise telephony function may be affected.  

9. DC 5V Input socket: plug in the power adapter DC cable. 

Tip: Leave the unit on so that you can connect to the Internet at the push of a button, or automatically 

if that option is selected.  
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The front panel 

 

 

 

Getting Started 

Guidelines for safe and efficient use 

GlobeSurfer III+ contains sensitive electronic components as used in mobile phones and wireless 

routers. For safe and efficient use, please follow these guidelines: 

Á Handle the unit carefully and store it in a clean and dust-free place. 

Á Do not leave it in direct sunlight as this may cause it to overheat which will cause faulty operation. 

Á Do not expose the unit to liquid, moisture or humidity. 

Á Do not expose the unit to extreme temperatures, either high or low. 

Á Do not expose the unit to open flames or lit tobacco products. 

Á Do not drop, throw or try to open the unit. 

Á Do not operate the unit near medical equipment without prior permission. 

Á Do not use the unit in areas where radio equipment or mobile phones are prohibited. 

 

Positioning 

Position GlobeSurfer III+ to ensure the following: 

Á A good mobile signal: you may find that placing the unit near a window provides the best reception. 

Á A good wireless signal: centrally located and quite high up, or close to a window to optimize wireless 

connections to computers in both horizontal and vertical directions, allowing wider coverage. 

Á The computer or network hub that will be connected to the LAN port is nearby. 
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Á A power outlet is within easy reach. 

Á The GlobeSurfer III+ front panel is in sight, and the buttons and connectors are within easy reach. 

Á The GlobeSurfer III+ is at least 20 cm away from your person. 

Á Out of direct sunlight and away from heat sources, power lines, fluorescent lighting fixtures, and 

electrical noise such as radios, transmitters and broadband amplifiers. 

Á Water or moisture cannot enter the case of the unit. 
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Connect your phone 

You can use a typical corded or cordless home telephone. 

Plug your phone into the phone socket on GlobeSurfer III+ and you are ready to make calls using your 

mobile subscription. 

To connect a DECT or wireless telephone you must plug the base unit into GlobeSurfer III+. 

 

Note: You cannot connect a mobile phone to GlobeSurfer III+ 

Note: This port supports a load of 1 standard telephone. When connecting more than one telephone 

unit ensure that the load on this port does not exceed 1 standard telephone otherwise telephony 

function may be affected. 

First time use 

You need a SIM card from your mobile operator to use GlobeSurfer III+. Please insert the SIM card 

before you plug in the power adapter. 

Step 1: Insert the SIM card. 

Insert the SIM card into the slot beneath the GlobeSurfer III+. Press carefully until it ΨŎƭƛŎƪǎΩ into place. 
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Tip:  Arrange the SIM with the notch to the left as shown in the above picture. 

Step 2: Connect the power adapter. 

Plug the power adapter into the AC mains and plug the DC cable firmly into the 5V DC input of the 

GlobeSurfer III+ 

 

 

The unit powers-up within about 30 seconds. 

Step 3: Connect your computer 

Connect your computer to GlobeSurfer III+ using the supplied LAN cable. 
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Note: If you want to use a wireless (WLAN) connection to perform the initial set-up, WLAN must be 

installed and activated on your computer. For information on how to set up WLAN on your computer, 

ǇƭŜŀǎŜ ǎŜŜ Ψ²[!b ŎƻƴƴŜŎǘƛƻƴΩ ƻƴ ǇŀƎŜ 20. 
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Step 4: Log in  

Start your web browser. 

(Cookies must be enabled for this web-site) 

Type http://192.168.1.1 ƛƴ ǘƘŜ ōǊƻǿǎŜǊ ŀŘŘǊŜǎǎ ōŀǊΣ ŀƴŘ ǇǊŜǎǎ Ψ9ƴǘŜǊΩ ƻǊ ŎƭƛŎƪ ΨDƻΩΥ 

 

 

 

The Management Console opens up with the Login page. 

 

 

Tip: Save the link (URL) to this page as a bookmark in your Browser. Then you can easily access the 

GlobeSurfer III+ Management Console in future by using the bookmark. 

Select the language you want to use. 

¢ƘŜ Ψ¦ǎŜǊ ƴŀƳŜΩ ŦƻǊ the default account is ΨŀŘƳƛƴΩΤ the Password field should be left blank.  Changing 

the Password and adding new Users can be achieved in the Quick Start section of the GUI interface.  

Once the User Name and Passwords are changed, use these next time you are asked to login. 

/ƭƛŎƪ ΨhYΩ ǘƻ proceed ǘƻ ǘƘŜ Ψ.ŀǎƛŎΩ D¦L ƭŀȅƻǳǘ ǇŀƎŜ. 

+ 

http://192.168.1.1/
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{ǘŜǇ рΥ ¦ǎŜ ǘƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩΦ 

¢ƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩ ƎǳƛŘŜǎ ȅƻǳ ǘƘǊƻǳƎƘ ǘƘŜ Ƴŀƛƴ ǎŜǘǘƛƴƎǎ ŦƻǊ ȅƻǳǊ GlobeSurfer III+ and, most 

importantly, gets you connected straight away. 

 

 

wŜŀŘ ǘƘŜ ƛƴǎǘǊǳŎǘƛƻƴǎ ƻƴ ŜŀŎƘ ǇŀƎŜ ŀƴŘ Ŧƛƭƭ ƛƴ ǘƘŜ ǊŜǉǳŜǎǘŜŘ ŘŜǘŀƛƭǎ ŀƴŘ ŎƭƛŎƪ ΨbŜȄǘΩ ǘƻ ŎŀǊǊȅ ƻƴΦ 

²ƘŜƴ ȅƻǳ ƎŜǘ ǘƻ ǘƘŜ ΨCƛƴƛǎƘΩ ǇŀƎŜΣ ǊŜŀŘ ǘƘŜ ǎǳƳƳŀǊȅ ƻŦ ǘƘŜ ǎŜǘǘƛƴƎǎ ȅƻǳ ƘŀǾŜ ŎƘƻǎŜƴΦ 

/ƭƛŎƪ ΨCƛƴƛǎƘΩ ǘƻ ŀŎŎŜǇǘ ǎŜǘǘƛƴƎǎ ŀƴŘ ŎƻƴŦƛǊƳ ǿƛǘƘ ΨhYΩΦ 

Note: CƛƴƛǎƘ ǘƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩ ōŜŦƻǊŜ ƎƻƛƴƎ ƻƴ ǘƻ Ψ{ǘŜǇ сΩΦ 
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Step 6: Enter the PIN code. 

The PIN code is specific to your SIM card. 

You are now asked to key-in the PIN code: 

Enter the PIN code. 

¢ƛŎƪ ǘƘŜ Ψ{ŀǾŜ tLbΩ ŎƘŜŎƪōƻȄΥ ǘƘŜƴ ȅƻǳ ǿƛƭƭ ƴƻǘ be asked to enter the PIN again. 

/ƭƛŎƪ ΨhYΩΦ 

 

 

²ƘŜƴ ȅƻǳ ƎŜǘ ǘƘŜ ΨtLb hYΩ ǊŜǎǇƻƴǎŜ ǘƘŜƴ ŎƭƛŎƪ ΨhYΩΦ 

The Connection page is displayed. 

Step 7: Making your first call 

As soon as the Internet LED stops flashing your GlobeSurfer III+ has registered with a mobile network. 

(The web-home page also shows the name of the operator and the signal quality). You can now make 

your first call from your home telephone using your mobile subscription.  

Tip: You should adjust the position of the GlobeSurfer III+ to achieve the best possible reception.  This is 

indicated by the signal quality displayed on the web-home page. You can also use the front panel Signal 

Monitoring mode (see Signal Strength Monitor - Checking Signal Strength on page 6). 
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Step 8: Connect to the Internet. 

CǊƻƳ ǘƘŜ .ǊƻǿǎŜǊ άIƻƳŜ g Overviewέ ǎŎǊŜŜƴΣ ŎƭƛŎƪ Ψ/ƻƴƴŜŎǘΩΦ 

 

Tip: Press the Connect button (right button on front panel) on GlobeSurfer III+ as an alternative. 

¢ƘŜ ǎǘŀǘǳǎ ǎƘƻǿǎ Ψ/ƻƴƴŜŎǘƛƴƎΩ ŀƴŘ ǘƘŜƴ Ψ/ƻƴƴŜŎǘŜŘΩΦ 

Open a new browser window or tab and go to a page on the Internet. 

 

 

Step 9: Set the Date and time 

To set the date and time: 

1. Enter the ά!ŘǾŀƴŎŜŘ aƻŘŜέ ƛƴ the GlobeSurfer III+ management console. 

2. {ŜƭŜŎǘ ǘƘŜ Ψ{ȅǎǘŜƳΩ ǘŀō ŦǊƻƳ ǘƘŜ ƴŀǾƛƎŀǘƛƻƴ ōǳǘǘƻƴǎ 

3. {ŜƭŜŎǘ Ψ{ŜǘǘƛƴƎǎΩ ŦǊƻƳ ǘƘŜ ǎǳō-ƳŜƴǳΣ ŀƴŘ Ψ5ŀǘŜ ŀƴŘ ¢ƛƳŜΩ ŦǊƻƳ ǘƘŜ ǊƛƎƘǘ ƘŀƴŘ ǎƛŘŜ ǎǳō-menu 
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4. Select your time zone from the pull-down menu. GlobeSurfer III+ will automatically detect the 

daylight saving times for the time zone. 

5. 12/24 hour mode: Select 12 or 24 hours. 

6. /ƭƛŎƪ Ψ!ǇǇƭȅΩ ƻǊ ΨhYΩ ǘƻ ǎŀǾŜ ǘƘŜǎŜ ǎŜǘǘƛƴƎǎ ǘƻ GlobeSurfer III+  

Note: GlobeSurfer III+ is configured to synchronize the time automatically using the Network Time 

Protocol (NTP) and will do so as soon as it connects to the Internet. 
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Configure your computers 

Using Ethernet LAN 

Once GlobeSurfer III+ is configured as above, it is ready to be used. If you are only using the Ethernet 

LAN connection with GlobeSurfer III+, no further configuration is needed. Simply open a new browser 

ǿƛƴŘƻǿ ŀƴŘ ǳǎŜ ȅƻǳǊ ŎƻƳǇǳǘŜǊ ǘƻ ΨǎǳǊŦΩ ǘƘŜ LƴǘŜǊƴŜǘ ǿƛǘƘ GlobeSurfer III+. 

If you want to use the wireless connection (WLAN), additional settings are required on each computer 

that is connected to GlobeSurfer III+ via the WLAN.  

WLAN connection 

Your computer must have a WLAN adapter that supports IEEE 802.11 b/g to set up a wireless 

connection. If encryption is used, make sure that each computer uses the same type of encryption as 

ŎƻƴŦƛƎǳǊŜŘ ƛƴ ǘƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩΦ 

For other operating systems, or if your specific WLAN adapter uses any other connection alternatives, 

refer to the documentation from the WLAN adapter manufacturer. 

Use the following instructions to connect your computer to GlobeSurfer III+ if you are using Windows 

XP. 

1. Turn on your computer and enable the WLAN adapter, if necessary. 

2. CǊƻƳ ǘƘŜ ²ƛƴŘƻǿǎ Ψ{ǘŀǊǘΩ ƳŜƴǳΣ ǎŜƭŜŎǘ Ψ/ƻƴǘǊƻƭ tŀƴŜƭΩΦ 

3. /ƭƛŎƪ ΨbŜǘǿƻǊƪ /ƻƴƴŜŎǘƛƻƴǎΩΦ 

4. /ƭƛŎƪ Ψ²ƛǊŜƭŜǎǎ bŜǘǿƻǊƪ /ƻƴƴŜŎǘƛƻƴΩ ŀƴŘ ǘƘŜƴ Ψ{Ƙƻǿ ²ƛǊŜƭŜǎǎ bŜǘǿƻǊƪǎΩΦ A list of available wireless 

networks is displayed. 
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5. {ŜƭŜŎǘ ǘƘŜ ŘŜǾƛŎŜ ǿƛǘƘ ǘƘŜ {{L5 ǘƘŀǘ ȅƻǳ ŜƴǘŜǊŜŘ ƛƴ ǘƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩΣ ƻǊ ǘƘŜ ŘŜŦŀǳƭǘ {{L5Σ 

ŀƴŘ ŎƭƛŎƪ Ψ/ƻƴƴŜŎǘΩΦ 

If encryption is set on your GlobeSurfer III+ ŀ ŘƛŀƭƻƎ ōƻȄ ƛǎ ŘƛǎǇƭŀȅŜŘ ǘƘŀǘ ǊŜǉǳŜǎǘǎ ŀ ΨbŜǘǿƻǊƪ ƪŜȅΩΦ 

Type in the same pre-ǎƘŀǊŜŘ ƪŜȅ ǘƘŀǘ ǿŀǎ ŜƴǘŜǊŜŘ ƛƴ ǘƘŜ ΨvǳƛŎƪ {ŜǘǳǇ ²ƛȊŀǊŘΩΦ 

 

 

6. Enter the pre-ǎƘŀǊŜŘ ƪŜȅ ƛƴ ōƻǘƘ ŦƛŜƭŘǎ ŀƴŘ ŎƭƛŎƪ Ψ/ƻƴƴŜŎǘΩΦ !ŦǘŜǊ ŀōƻǳǘ a minute the message 

Ψ/ƻƴƴŜŎǘŜŘΩ ƛǎ ŘƛǎǇƭŀȅŜŘ ƛƴ ǘƘŜ ŘƛŀƭƻƎ ōƻȄ ŀƴŘ ŀƴ ƛŎƻƴ ƛǎ ŘƛǎǇƭŀȅŜŘ ƛƴ ǘƘŜ ²ƛƴŘƻǿǎ ·t ƴƻǘƛŦƛŎŀǘƛƻƴ 

area. 

 

In future, your computer will automatically connect to the GlobeSurfer III+. 

 

Everyday Use 

 

Understanding the Front Panel Indicators and Extra Functions 

 

 

Indicators that flash mean something important is happening. 
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Power On sequence 

Press the power button and the power LED will light up 

 

While the GlobeSurfer III+ is booting the indicators will cycle through the following sequence: 

 

 

 

 

Registering on Mobile Network 

After powering up, the GlobeSurfer III+ will search for a valid mobile network to register on to. This 

must succeed before any telephone calls or Internet access can happen. 

 

While searching for a mobile network the Internet LED will flash rapidly: 

 

 

It can take up to 2 minutes to find a valid network the first time the GlobeSurfer III+ is used. 

 

Manual Internet connection 

If the registration is successful the Internet LED will switch off until you press the Internet Connect 

button. 
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Connecting to the Internet 

When the Connect button is pressed the GlobeSurfer III+ will attempt to make an Internet connection. 

During the attempt the Internet LED will flash 

 

Once the GlobeSurfer III+ is connected to the Internet the Internet LED is lit. 

 

SIM problem or Internet Connection Problems 

 

 

SIM problem 

During power up initialization, the GlobeSurfer III+ will access the Mobile SIM. If there is a problem the 

Mobile Phone and Internet LEDs will flash rapidly.  Make sure the SIM is fitted properly, if you continue 

to have problems use your web browser and go to http://192.168.1.1 for more information. 

Internet Connection Configuration problem 

If the Mobile Internet Connection details are incorrect then the GlobeSurfer III+ cannot make an 

Internet connection. Use your web browser to visit http://192.168.1.1 and confirm that the settings 

match the details provided by your Mobile Network Operator. Make sure that the SIM you are using is 

enabled for data. 

 

http://192.168.1.1/
http://192.168.1.1/
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Telephone calls and SMS 

 

 

 

While a telephone call is in progress the Mobile phone LED will be lit. 

If a telephone call has been missed or there is a new SMS to be read then the Mobile LED will flash 

slowly: 

 

 

. Use your web browser to visit http://192.168.1.1 and check the call details or read the SMS. 

 

Manual Software update available 

If there is a manual software update for you to install the LEDs will flash the following sequence: 

 

The updates are for bug fixes or new features and it is recommended to update as soon as possible. Use 

your web browser to visit http://192.168.1.1 and start the update process. You stop this LED sequence 

by pressing any button on the front panel or visiting the software update web-page. 

 

 

 

 

http://192.168.1.1/
http://192.168.1.1/
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Update in Progress 

While the software is being updated the LEDs will show the following sequence: 

 

Do not switch off the GlobeSurfer III+ while the update is in progress. 
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Signal Strength Monitor - Checking Signal Strength 

To help you position the GlobeSurfer III+ for best reception of the Mobile Network signal we have 

included a signal monitor mode on the front panel.  

The highest signal strengths will give you the best Internet and Telephone call experience. 

Press the Connect button            for a couple of seconds and the LEDs will show the following sequence: 

 

Start of Signal Strength Monitor mode 

If there is a very poor signal or no signal then the indicator continues in this mode until a signal is 

detected.  
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Telephone Shortcuts 

You can control what happens to incoming telephone calls. For example you can divert all calls to 

another telephone number. The configuration for this is done in the web ƛƴǘŜǊŦŀŎŜΣ ǎŜŜ άChanging 

telephone settingsέ ƻƴ ǇŀƎŜ 31. 

Once the call configuration is done (e.g. the telephone number to divert to) you can enable and disable 

this facility from the telephone handset: 

Function Enable Disable 

Divert all calls *21# #21# 

Divert calls on no answer *61# #61# 

Divert calls when not reachable 1 *62# #62# 

Divert when line is busy *67# #67# 

Call Waiting2 *43# #43# 

Outgoing Caller Number *31# #31# 

Make a call, hiding number *31#< number>#  

Make a call, showing number #31#<number>#  

Show incoming Caller ID *30# #30# 

1For example if the GlobeSurfer III+ has been switched off or is in a no coverage area. 

2To work this requires mobile network support. 

3For telephones with Caller ID display 

Staying connected. 

You can use GlobeSurfer III+ to make phone calls, surf the Internet and use e-mail just as if your 

computer is always connected. There is no need to login to the GlobeSurfer III+ management console to 

use those features. If you want to change settings or use SMS then you have to login. See Ψ¦ǎƛƴƎ ǘƘŜ 

ƳŀƴŀƎŜƳŜƴǘ ŎƻƴǎƻƭŜΩ on page 29. 

If it does not connect automatically, then use the checklist below to connect your GlobeSurfer III+ to 

the Internet. 

Step 1: Make sure that the power adapter is connected, GlobeSurfer III+ is on and the SIM card is 

inserted correctly. 

Step 2: Open an Internet browser on your computer and click the bookmark to GlobeSurfer III, or type 

http://192.168.1.1 in the address bar. 
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Note: If this does not work, make sure that your computer is connected to GlobeSurfer III+ using either 

[!b ƻǊ ²[!bΦ LŦ ȅƻǳ ŀǊŜ ǳƴŎŜǊǘŀƛƴΣ ŎƘŜŎƪ ǘƘŜ ΨbŜǘǿƻǊƪ /ƻƴƴŜŎǘƛƻƴǎΩ ƛƴ Ψaȅ bŜǘǿƻǊƪ tƭŀŎŜǎΩ or in the 

Windows Control Panel. 

Step 3Υ 9ƴǘŜǊ ǘƘŜ tLb ŎƻŘŜΣ ƛŦ ǊŜǉǳŜǎǘŜŘΣ ŀƴŘ ŎƭƛŎƪ ΨhYΩΦ 

 

 

¢ƘŜ Ψ/ƻƴƴŜŎǘƛƻƴ {ǘŀǘǳǎΩ ǇŀƎŜ ƛǎ ŘƛǎǇƭŀȅŜŘΦ 

/ƭƛŎƪ Ψ/ƻƴƴŜŎǘΩΣ ƻǊ ǇǊŜǎǎ ǘƘŜ ŎƻƴƴŜŎǘ ōǳǘǘƻƴ ƻƴ ǘƘŜ ǘƻǇ ƻŦ ȅƻǳǊ GlobeSurfer III, to connect to the 

Internet. 

When the connection is established the front panel Internet LED is lit and ά/ƻƴƴŜŎǘŜŘέ ǎƘƻǿǎ on the 

Ψ/ƻƴƴŜŎǘƛƻƴ {ǘŀǘǳǎΩ ǇŀƎŜ ƛƴ ǘƘŜ ƳŀƴŀƎŜƳŜƴǘ ŎƻƴǎƻƭŜΦ ¸ƻǳ ŀǊŜ ƴƻǿ ŎƻƴƴŜŎǘŜŘ ǘƻ ǘƘŜ LƴǘŜǊƴŜǘ ŀƴŘ ȅƻǳ 

can open a new browser window and start surfing on the Internet.  

 

 

+ 

+ 
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Making phone calls 

Tip: Do not login if you just want to make phone calls.  

Just pick up the phone and dial. As long as your phone is plugged in to the unit and your mobile 

operator name is shown on the display then you can make and receive calls. You can see Incoming call 

details and missed calls on the front panel display. 

Tip: Login if you want to change settings or read the list of incoming, outgoing and missed calls. See 

Ψ/ƘŀƴƎƛƴƎ ǘŜƭŜǇƘƻƴŜ ǎŜǘǘƛƴƎǎΩ ƻƴ ǇŀƎŜ 31. 

Using the management console 

To access the GlobeSurfer III+ management console: 

 

 

1. Open an Internet browser on your computer and click the bookmark link to GlobeSurfer III+, or 

type http://192.168.1.1  in the address bar. 

2. ¢ƘŜ ΨHomeΩ ǇŀƎŜ ƛǎ ŘƛǎǇƭŀȅŜŘΣ showing the Ψ/ƻƴƴŜŎǘƛƻƴ {ǘŀǘǳǎΩ ŀƴŘ other basic information. 

Tip: Do not login if you just want to use the Internet, email or make phone calls. 

Checking the connection status 

This information is always displayed when accessing the GlobeSurfer III+ browser. 

http://192.168.1.1/
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Á /ƭƛŎƪ Ψ/ƻƴƴŜŎǘΩ ƻǊ Ψ5ƛǎŎƻƴƴŜŎǘΩ ǘƻ Ƴŀƴǳŀƭƭȅ ŎƻƴƴŜŎǘ ƻǊ ŘƛǎŎƻƴƴŜŎǘ ǘƻ ƻǊ ŦǊƻƳ ǘƘŜ ¦a¢{ ƴŜǘǿƻǊƪΦ 

NoteΥ ¢ƘŜ Ψ/ƻƴƴŜŎǘƛƻƴ ǎǘŀǘǳǎΩ ǇŀƎŜ ƛǎ ǊŜŦǊŜǎƘŜŘ ŀǘ ǊŜƎǳƭŀǊ ƛƴǘŜǊǾŀƭǎ ƛƴ ƻǊŘŜǊ ǘƻ ǳǇŘŀǘŜ ǘƘŜ ƛƴŦƻǊƳŀǘƛƻƴ 

displayed. You can disable the auǘƻƳŀǘƛŎ ǊŜŦǊŜǎƘ ōȅ ŎƭƛŎƪƛƴƎ Ψ!ǳǘƻƳŀǘƛŎ ǊŜŦǊŜǎƘ ƻŦŦΩ ƻƴ ǘƘŜ Ψ/ƻƴƴŜŎǘƛƻƴ 

ǎǘŀǘǳǎΩ ǇŀƎŜ ōǳǘ ƛŦ ȅƻǳ Řƻ ǘƘŀǘ ȅƻǳ ǿƛƭƭ ƘŀǾŜ ǘƻ ŎƭƛŎƪ ΨΨwŜŦǊŜǎƘΩ ǿƘŜƴŜǾŜǊ ȅƻǳ ǿŀƴǘ ǘƻ ǎŜŜ ǘƘŜ ŎǳǊǊŜƴǘ 

status. 

Note: The connection time and the number of sent and received bytes shown here may differ from that 

shown on your bill. 

Login to the management console 

If you want to change settings or use SMS then you have to login to GlobeSurfer III. 

1. From your browser, type in: http://192.168.1.1 

2. Enter your user name and password to login to the GlobeSurfer III+ management console. 

 

3. /ƭƛŎƪ ΨhYΩΦ ¢ƘŜ ΨIƻƳŜ tage ό.ŀǎƛŎύΩ ƛǎ ŘƛǎǇƭŀȅŜŘΦ  ¢ƘŜ ƻǇǘƛƻƴǎ ŀǾŀƛƭŀōƭŜ ǘƻ ȅƻǳ ŀǊŜ ŀǎ ŦƻƭƭƻǿǎΥ 

 

+ 
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Within the Home view you can see the general overview of the GlobeSurfer III+, as well as view the 

number of users connected. 

 

Quick Setup enables you to enter the necessary information specific to the GlobeSurfer III+ and the 

operator you are registered to. 

 

Within the Telephone tab you have full telephony controls that are normally associated with fixed line 

systems, including Call Forwarding.  Note that your operator must support this functionality within their 

network. 

 

You have full control over the sending and receiving of text messages. 

Changing telephone settings 

To change telephone settings from the GlobeSurfer III+ management console: 

/ƭƛŎƪ ƻƴ Ψ¢ŜƭŜǇƘƻƴŜΩ ŀƴŘ ǎŜƭŜŎǘ ǘƘŜ Ψ¢ŜƭŜǇƘƻƴŜ {ŜǘǘƛƴƎǎΩ ǎǳō-menu.  From here you can access the 

telephone settings and see lists of missed, incoming and outgoing calls. 

 

 

 Dialing timeout: type in the number of seconds to set the delay between pressing a dial-key on 

phone and when the call is placed. 

 Use # to end dialing: this allows you to press the #-key instead of waiting for the timeout. 

 Call log: keeps a log of incoming, outgoing and missed calls. 

+ 
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Adding a new user 

You do not need a user account to be able to make and receive phone calls or to surf the Internet. 

However, you do need to login with a user account to be able to send and receive SMS text messages or 

use the telephone log. 

To add a new user:  

1. Login to the GlobeSurfer III+ management console, if you have not done so already. 

2. 9ƴǘŜǊ ά!ŘǾŀƴŎŜŘ aƻŘŜέ ōȅ ǎŜƭŜŎǘƛƴƎ ƛǘ ŦǊƻƳ ǘƘŜ ƘƻǊƛȊƻƴǘŀƭ ōŀǊ ƻƴ ǘƘŜ ǊƛƎƘǘΦ 

3. Select Ψ{ȅǎǘŜƳΩ ŦǊƻƳ ǘƘŜ ƳŜƴǳ ǘŀōǎ. 

4. /ƭƛŎƪ Ψ¦ǎŜǊǎΩ from the sub-tab. 

 

 

5. /ƭƛŎƪ ΨbŜǿ ǳǎŜǊΩ ƛƴ ǘƘŜ ¦ǎŜǊ ǎŜǘǘƛƴƎǎ ǇŀƎŜΦ 

6. 9ƴǘŜǊ ŀ ƴŜǿ ΨCǳƭƭ ƴŀƳŜΩΣ Ψ¦ǎŜǊ ƴŀƳŜΩΣ ŀƴŘ ǇŀǎǎǿƻǊŘΦ 

Re-type the new password to verify it. 

7. ¢ƛŎƪ ǘƘŜ Ψ!ŘƳƛƴƛǎǘǊŀǘƻǊ ǇŜǊƳƛǎǎƛƻƴǎΩ ŎƘŜŎƪōƻȄΦ 

8. /ƭƛŎƪ ΨhYΩ ǘƻ ǎŀǾŜ ǘƘŜ ŎƘŀƴƎŜǎΦ 

Changing your user name and password 

The password is your security code for the GlobeSurfer III+ management console. When logging in to 

the management console for the first time you have to set a password. 

If you want to change the user name or password, you can do as follows: 

1. Login to the GlobeSurfer III+ management console, if you have not done so already. 
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2. /ƭƛŎƪ Ψ{ȅǎǘŜƳ ǎŜǘǳǇΩ ƛƴ ǘƘŜ ƭŜŦǘ ǎƛŘŜōŀǊΦ 

3. /ƭƛŎƪ ǘƘŜ Ψ¦ǎŜǊǎΩ ƛŎƻƴ ƛƴ ǘƘŜ Ψ{ȅǎǘŜƳ ǎŜǘǳǇΩ ǇŀƎŜΦ  

4. /ƭƛŎƪ ƻƴ ǘƘŜ ǳǎŜǊ ǘƘŀǘ ȅƻǳ ǿŀƴǘ ǘƻ ŎƘŀƴƎŜΦ ¢ƘŜ ŘŜŦŀǳƭǘ ǳǎŜǊ ƛǎ Ψ!ŘƳƛƴƛǎǘǊŀǘƻǊΩ ǿƛǘƘ ΨŀŘƳƛƴΩ ŀǎ 

the login user name. 

5. 9ƴǘŜǊ ǘƘŜ ƴŜǿ ŘŜǘŀƛƭǎ ƛƴ ǘƘŜ άCǳƭƭ ƴŀƳŜέΣ ά¦ǎŜǊ ƴŀƳŜέΣ άbŜǿ ǇŀǎǎǿƻǊŘέ and ǘƘŜƴ άwŜǘȅǇŜ 

ǇŀǎǎǿƻǊŘέ fields. 

6. /ƭƛŎƪ ΨhYΩ ǘƻ ǎŀǾŜ ǘƘŜ ŎƘŀƴƎŜǎΦ 

 

See the ΨwŜŦŜǊŜƴŎŜ aŀƴǳŀƭΩ ŦƻǊ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ Ƙƻǿ ǘƻ ŎƘŀƴƎŜ ǘƘŜ ǇŜǊƳƛǎǎƛƻƴǎ ŀƴŘ ǎet email 

notification. 

Cannot remember your username or password? 

You can login to change usernames and passwords, but if you have only one user with administrative 

permissions and you cannot remember that login name or password, you will have to restore 

GlobeSurfer III+ to the factory default settings. This allows you to accept the default user name and 

ǇǊƻǾƛŘŜ ŀ ƴŜǿ ǇŀǎǎǿƻǊŘ ƛƴ ǘƘŜ Ψ²ŜƭŎƻƳŜ ǇŀƎŜΩΦ 
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Restoring the factory default settings 

You can restore the factory default configuration for GlobeSurfer III+ when you want to build a new 

network from scratch, or when changes to the network have become unclear. 

Note: All web-based management settings and parameters, not only those in the advanced section, will 

be restored to their default values. This includes the administrator password: the user-specified 

password will no longer be valid. 

All personal configuration settings are deleted, including all SMS messages in the unit. Messages on the 

SIM card remain unchanged. 

You can restore the factory settings as follows: 

 On the unit: press the Restore defaults button at the bottom of the GlobeSurfer III+ using a paper 

clip. 

 From the GlobeSurfer III+ management console: 

1. {ŜƭŜŎǘ ǘƘŜ Ψ!ŘǾŀƴŎŜŘ aƻŘŜΩ ŀƴŘ ǘƘŜƴ ŎƘƻǎŜ ǘƘŜ Ψ{ȅǎǘŜƳΩ ǘŀō  

 

2. Select the ΨaŀƛƴǘŜƴŀƴŎŜΩ ŦƻƭƭƻǿŜŘ ōȅ ΨwŜǎǘƻǊŜ CŀŎǘƻǊȅ {ŜǘǘƛƴƎǎΩ ǎǳō-tabs 

3. wŜŀŘ ǘƘŜ ǿŀǊƴƛƴƎ ŀƴŘ /ƭƛŎƪ ΨhYΩΦ 

Then you will need to redo the Set-up as described from Ψ{ǘŜǇ оΥ /ƻƴƴŜŎǘ ȅƻǳǊ ŎƻƳǇǳǘŜǊΩ on page 13. 

 

Firmware Upgrade 

GlobeSurfer III+ firmware can be upgraded without losing any of your configurations and settings. The 

firmware is upgraded by downloading a software image file from the Internet and installing on 

GlobeSurfer III+. 

+ 


